) KORDCARBON

Inspection Certificate 3.1
EN 10 204: 2004

Certificate No.: |

Material Code:
Material Designation:
Manufacturing Date:
Article no.:

Test roll No.:

Finish:

Kind of material - warp
Kind of material - weft
Compatibility

Binding

C0065101
TOR000601
CC 200 P -120
18.6.2014

CA0010-641-0001
C0065101

loomstate

Toray 3K 200 tex
Toray 3K 200 tex
Epoxi resin

plain

Results of specific tests according to Specificatio n No.: TOR000601
Characteristic Unit Target Tolerance (min. - max.) [Test results Note
values

Sett of warp n/m 500 495 510( * 500 DIN EN 1049-2
Sett of weft n/m 500 495 510( * 510 DIN EN 1049-2
Thickness mm 0,35 0,32 0,38 * 0.37 DIN EN 5084
Area weight g/m2 200 195 210 204 DIN EN 12127
Width cm 120 119,5 121| * 120.4 DIN EN 1773
Density TOR 3K 200 tex g/ecm3 1,76

* orientation value

Corresponds to the batch no.: C00651

KORDARNA

Ko RDARMNA

lAddress of Manufacturer:
KORDARNA Plus a.s.

696 74 Velka nad Veli ¢kou 890

Czech Republic

PLUS A .9

Contact of Techn. Dept.:  Kudera Jifi,+420 518 312 528
+ 420 518 329 302,kuceraj@kordarna.cz




